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UKCA Declaration of Conformity l ' K

Product(s):

Article references:

Ref. Safety Standards:

IEC-EN 60730-1

Ref. EMC Standards:

IEC-EN 60730-1:

Sample(s) of the product(s)
tested and found to be in
conformity with

Test report ref. no.

CB test certificate issued by
National Certification Body

CA

ZENiX 1FD; ZENiX 1FD24; ZENiX 2FD; ZENiX 1FDST; ZENiX 2FDST;
ZENiX 1SD; ZENiX 1SDST; ZENiX 1SD24; ZENiX 1SSH; ZENiX 2MFD;
ZENiX DI12; ZENiX DI8DO4; ZENiX DO12; ZENiX-100; ZENiX-500;
ZENiX-500 DI16; ZENiX-500 DO12; ZENiX-GTW

ZENiX DEVICES

Automatic electrical controls - Part 1: General Requirements, IEC
60730-1:2013, including Amendment 1:2015

Automatic electrical controls for household and similar use — Part 1:
General requirements — EN 60730-1:2016 + A1:2019

Section 23 : "Electromagnetic compatibility (EMC) requirements —
emission"

Section 26 : "Electromagnetic compatibility (EMC) requirements —
immunity"

IEC 60730-1:2013 + A1:2015

T211-0544/20

SIQ Ljubljana, Masera-Spasiceva ulica 10, SI-1000 Ljubljana, Slovenia

SGS




Models tested

Independently mounted in boxes with a IP54 degree of protection:

ZENiX 2FDST: used to monitor and control up to two 24V fire
damper actuators. Input: 100-230 VAC; 50/60 Hz; max. 18VA

ZENIX 1SDST: used to monitor and control one 24V smoke control
damper actuator. Input: 100-230 VAC; 50/60 Hz; max. 18VA

ZENiX 2FD: used to control and monitor up to two 230V fire damper

actuators. Input: 100-230 VAC; 50/60 Hz; max. 1 VA

ZENiX 1SD: used to monitor and control one 230V smoke control
damper actuator. Input: 100-230 VAC; 50/60 Hz; max. 1 VA

DIN rail mounted devices:

ZENiX DI8DO4: Digital I/O field unit with 8 digital inputs (potential
free), 4 digital outputs (relays), 230VAC mains power,
Programmable relay outputs safe state. Input: 100-230V; 50/60 Hz;
max 18 VA

ZENiX-100: central processing unit {(CPU) for monitoring and
controlling up to 100 ZENiX field devices; 2 digital inputs {(potential
free), 4 digital outputs (relay — NO/NC — 125 VAC, 60W), 230 VAC
mains power, Programmable relay outputs safe state. Input: 100-
230V; 50/60 Hz

On behalf of Rf-Technologies NV, |, the undersigned, hereby declare that the equipment specified

above conforms to the above Directive(s) and Standard(s), therefore fulfilling conformity to the UKCA

marking.

Date of Issue:

Signed:

02/11/2022

Rf-Technologies

-

Mathieu Steenland

R&D Manager Rf-Technologies
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