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minimal distances

Normal installation according to EN1366-2

circular dampers: CR60, CR60-1S, CR120, CR2

basic installations

RF-T Installation with minimal distances
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We use nominal dimensions (excl. frame).

This applies to all our classifications in wall and floor (see our declarations of performance on www.rft.be/dop).

30-75 mm

30-200 mm

30-200 mm

30-200 mm

Universal sealing: Rigid stone wool 150 kg/m³, 400 mm deep

special installations

ceiling/floor
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Damper blade axis horizontal or max 45° - Maximum 3 dampers in line + 1 below / next

30-200 mm

30-200 mm

Sealing compliant with existing classifications (DoP)

≥ 30 mm

≥ 30 mm ≥ 30 mm ≥ 200 mm

30-75 mm

30-75 mm
30-200 mm

ceiling/floor
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400 mm

Side view

30-200 mm
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50-200 mm

25-50 mm

minimal distances

RF-T Installation with minimal distances

50-200 mm

ceiling/floor
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Damper blade axis horizontal or vertical - Max. 4 dampers: 2 vertically or horizontally or 4 dampers 2x2

This applies to all our classifications in wall and floor (see our declarations of performance on www.rft.be/dop).
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50-200 mm

25-50 mm

ceiling/floor

w
a

LL

50-75 mm

Normal installation according to EN1366-2

We use nominal dimensions (excl. frame).

rectangular dampers: CU-LT, CU2

basic installations

special installations

Universal sealing: Rigid stone wool 150 kg/m³, 400 mm deep

Sealing compliant with existing classifications (DoP)

40% compressed stone wool 40 kg/m³ (Rockfit 431 or similar)   Ceiling

400 mm

Side view

50-200 mm

OR

M
D-

EN
-B

 02
/2

01
9


